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  • High efficiency
  • Available with 6 beam angles
  • Optimized Uniformity        
  • Lens without Holder

  • Indoor Lighting
  • Commercial Lighting
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Product Nomenclature

General Information

LL24NI-CROxxL06

• Lens Material : PMMA 8N
• Operating Temperature range -40℃~+70℃(upper limit +80℃).
• Storage Temperature range -40℃~+70℃(upper limit +80℃).
   ＊Average transmittance in visible spectrum 400nm~700nm>90%.

• Usage and Maintenance:
   1. If necessary, clean lenses with mild soap, water and soft cloth.
   2. Never use any commercial cleaning solvents on lenses, like alcohol.
   3. Please handle or install lenses with wearing gloves, skin oils may damage lens 
   　or its optical characteristic.

(For raw material only)

LL 24 NI - CRO xx L 06
X1 X3 X6X2 X4 X5 X7

X1-Ledlink X3 - Led type
ex : ED:Edison, CR:CREE…etc.

X6 - Type
ex : L:Lens、
       H:Holder

X2 - Lens quantity
ex: 01、03、06…etc .

X4 - Serial number
ex: AA、AB、AAA、AAB …etc .

X5 - Lens angle
ex: 40、60…etc.

X7 - Type of material
ex:02-PC、06-PMMA …etc .



LL24NI-CROxxL06

Note:  (1) All the results of analysis are 
               based on 0 degrees of elevation.
          (2) Tolerance: ±10%.
          (3) Led Luminous Flux(lm): 1704(±5%).5630

-- 3 --
Part Number FWHM cd / lm IES File

LL24NI-CRO60L06 61.3° Download106.7

-----

-------

Illuminance DistributionCandela DistributionBeam Pattern

-- --

-----

----- 0.6
Field Angle*

53.8°

φ1.0

φ2.0

φ3.0

φ4.1

538.1

59.8

134.5

33.6

1076.2

269.1

119.5

67.3

Part Number FWHM cd / lm IES File
LL24NI-CRO90L06 83.5° Download140.7°

-----

-------

Illuminance DistributionCandela DistributionBeam Pattern

-- --

-----

----- 0.4
Field Angle*

70.3°

φ1.4

φ2.8

φ4.2

φ5.6

43.2

24.3

97.1

388.4
776.8

194.2

86.3

48.6

Part Number FWHM cd / lm IES File
LL24NI-CRO100L06 96.7° Download137.1°

-----

-------

Illuminance DistributionCandela DistributionBeam Pattern

-- --

-----

----- 0.3
Field Angle*

80.4°

φ1.7

φ3.4

φ5.1

φ6.8

44.7

19.9

11.2

178.7

357.3

89.3

39.7

22.3
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http://www.ledlink-optics.com/Datasheet_IES/LL24NI-CRO60L06_LG5630_2016-12-09.rar
http://www.ledlink-optics.com/Datasheet_IES/LL24NI-CRO90L06_LG5630_2016-12-09.rar
http://www.ledlink-optics.com/Datasheet_IES/LL24NI-CRO100L06_LG5630_2019-05-21.rar


LL24NI-CROxxL06

Note:  (1) All the results of analysis are 
               based on 0 degrees of elevation.
          (2) Tolerance: ±10%.
          (3) Led Luminous Flux(lm): 1704(±5%).5630
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Part Number FWHM cd / lm IES File
LL24NI-CRO3595L06 35.5° / 93.0° Download94.2° / 156.2°

-----

-------

Illuminance DistributionCandela DistributionBeam Pattern

-- --

-----

----- 0.7
Field Angle*

88.3°

φ1.9

φ3.9

φ5.8

φ7.8

10.1

22.6

5.790.6

181.2

45.3

20.1

11.3

Part Number FWHM cd / lm IES File
LL24NI-CRO6090L06 61.1° / 92.8° Download104.4° / 140.4°

-----

-------

Illuminance DistributionCandela DistributionBeam Pattern

-- --

-----

----- 0.5
Field Angle*

53.9°

φ1.0

φ2.0

φ3.1

φ4.1
20.1

35.7

80.2

320.9

641.8

160.5

71.3

40.1

Part Number FWHM cd / lm IES File
LL24NI-CRO70125L06 68.1°/ 127.4° Download181.9° / 171.3°

-----

-------

Illuminance DistributionCandela DistributionBeam Pattern

-- --

-----

----- 0.5
Field Angle*

92.0°

φ2.1

φ4.1

φ6.2

φ8.3

4.1

36.6

9.1

73.2

18.3

8.1

4.6
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http://www.ledlink-optics.com/Datasheet_IES/LL24NI-CRO3595L06_LG 5630_2018-07-04.rar
http://www.ledlink-optics.com/Datasheet_IES/LL24NI-CRO6090L06_LG5630_2019-05-21.rar
http://www.ledlink-optics.com/Datasheet_IES/LL24NI-CRO70125L06_LG 5630_2018-07-04.rar
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Glue Screw Tape FrameFixing-ring

2.Lens dimensions
LL24NI-CRO(60/90)L06

LL24NI-CRO(100/3595/6090/70125)L06

1.Fixing method

4. View assembly lens with LED:

Note: (1)All dimensions are in mm.

3. Assembly instruction
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Package Specifications

--------------------------------------------------
--------------------------------------------------

Item
plastic box

outer box

TotalQuantity G.WSize(L*W*H)

27g

--
--

--
--

-

--
--

--
--

-

--
--

--
--

-

--
--

--
--

-7

11216 plastic box/outer box

7 pcs/plastic box

35*31*21 cm

33.5*29.6*1.9 cmpcs

pcs

112 pcs/outer box

7 pcs/plastic box

LL-1259

Note:


