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ATTENTION
OBSERVE PRECAUTIONS
FOR HANDLING

ELECTROSTATIC
\ DISCHARGE
‘ﬁrh SENSITIVE
DEVICES
1. Features/§¥ fi:

Emitting Color/ & JtEite: Blue/#

Lens Type/$3:45tE: Water Clear/Jt (1%

Device Outline/4MEFF{E: 3.5X2.8X0.8 (unit:mm)
HBM ESD:2000V/ \f&$i# Hifigbzx: 2000V
Pb-Free/Jc4%

RoHS compliant/fF4 RoHS it

2. Applications/M H:

Mobile/F-HLH IG5

Machine Vision/H 15 5 Y6 IR

Applications i . = s
5 A Backlight LCD Display/ &7~ 5 i I8
- Dashboard of Automotive/i< 4= A% #4156

Switch of Automotive/ic F& 227 Y JE

3. Outline Dimensions/FZRAMNE R~
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Notes: ( #71) - 2.1 L0
Tolerance is + 0.1mm(A Z+ 0.1mm) B3N R~
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Part No./&I5:SEL -2835-B46-3V150
4. Absolute maximum ratings/tkfRZ% (Ta=257C):

Parameter %k Symbol %5 Value 2% Unit 547
Power Dissipation #i#E1)% Pd 500 mw
Reverse Voltage fx [r]H & VR 5 \Y;
Pulse Current 1E ] Wg{E L IFp 250 mA
Forward Current I1E [/ T{F Hiii IFm 150 mA
Operating Temperature T 75 Topr - 40 ~ +85 C
Storage Temperature fi# {75 % 5 Tstr - 40 ~ +100 'C

Notes/&¥E: [1]. 0.1ms pulse width,1/10 Duty. /[1] Bk % E0.1ms, &% E1/10.
5. Electrical and optical characteristics/JtHZ# (Ta = 25C):

Parameter Symbol | Test Condition Value S Unit &
ZH 5 MRS A Min. Typ. Max. A
Fo“’g‘g%%tage Ve | IF=150mA | 28 | 30 | 33 v
Revgsﬁle Eg;ﬁ:rent IR VR = 5V - _ 10 uA
Dominatie?\)/i}/zelength rd IF = 150mA 460 _ 475 nm
Spectra;iél;g% glf-width AN IF = 150mA | —— 30 . nm
L”mi”kfjlu;!i”gnsny Iv IF=150mA | 21 | 26 | — | cd
V;"j‘l’ﬁ'gg Aﬁ”%'e 2012 | IF=150mA | — | 120 | — | Deg.

Notes/#&v¥: [1] Tolerance i%%: VF: +0.10V, Iv: +15%, H'E: +5%

Head Quarter:No. 150, Xin Hui Road, Hi—-Tech Park, Ningbo
Http: // www.sunpu-opto.com Rev: A/l Page 3 of 13



| NINGBO
!‘;a SUNPULED CO., LTD. SMD SPECIFICATION
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6+ Product Ranks//=sh R4

Luminous Intensity / BJ3&E (cd)

(Ta=25°C)
Rank V1 V2
v 2.1-2.6cd 2.6-3.0cd

Wavelength / & (nm)

(Ta=25C)
Rank B3 B4 B5
WLD 460-465 465-470 470-475
Voltage / BB E (V)
(Ta=25°C)
Rank N P Q R S

Vf 28-29 | 29-30 | 3.0-3.1 | 3.1-3.2 | 3.2-3.3

Notes/%&¥¥: Rank error/7#4i%%: Iv: +15%, Ad: +1nm, Vf: +0.10v
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7. Typical electrical/optical characteristic curves/Jt &z £% -

Fig.1 IE[ L Vs. IE[ R
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8. Relibility Analysis/A] FE{4 1R

8.1 Test Items And Results/I X 15 B 1) 4

Test Condition/Jl| i 2% Spec. / Qty/ % Time/ Standard/
No. Item/33 H " o N
1t 51 HIbRE & I [ E
IR Reflow (Reflow Soldering) [f] .
1 . . Tsld=260°C T=10sec JESD22-B106 20 3times ALL PASS
iWEEE
Solder ability 1times
2 Tsld=235+5C, 3sec JESD22-B102 20 ALL PASS
Al R Over 95%
100°C 30mins
Temperature Cycle
3 I t45mins JESD22-A104 20 100cycles ALL PASS
EHIRIERITEZS
-40°C 30mins
High Temperature High Humidity
4 NN 85°C/85%RH JESD22-A118 20 168hrs ALL PASS
re . e 1
High Temperature Storage
5 I Ta=100°C(-0/+10°C) JESD22-A103 20 1000hrs ALL PASS
fei i i 7
Low Temperature Storage
6 . Ta=-40°C(-10°C/+0) JESD22-A119 20 1000hrs ALL PASS
fICIR Ak A7
Steady State perating Life Ta=25°C+5°C
7 JESD22-A108 20 1000hrs ALL PASS
H i A
IF=150mA
8.2 Criteria For Judging Damage/ | Wi #E
Criteria for Judgement
tem/ 5 H S):Tgoll Test j:gcn;};c:)ns 13 W e
™= /i}ﬂ\[ i/I R .
Min./f/ME | Max./f K&
Luminous Intensity/+ % Iv IF=150mA L.S.L*0.7 /
Forward Voltage/1F 7] 5 [& VF IF=150mA / U.S.L*1.1
Reverse current/  [f1] L IR VR=5v / U.S.L*2

*U.S.L.: Upper Standard Level / [}
*L.S.L.: Lower Standard Level / [}
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9. Specification of Packing /3%
9.1 Taping and Orientation/% 5 F177 7]

Quantity/#0 & : 4000 units/reel

Diameter/ H4% : 178 mm

Do

WK ¥ |
T o a i ¥ =]
s ury ' s pur faal
AT ) 1
! F/
I \D1 =B
it
E',
1§
sz ®
5om
S
s 2 [
f
— [=9.040.5
Label sticking position = |=1240.15
Item/37 H Spec/HUH Tol.(+/-)/1% % Item/35 H Spec/$fH Tol.(+/-)[ iR %
W 8.00 +0.10 P2 2.00 +0.05
E 1.75 +0.10 T 0.20 +0.02
F 3.50 +0.010 A0 3.00 +0.10
DO 1.55 +0.05 BO 3.75 +0.10
D1 1.10 +0.1 KO 1.25 +0.10
PO 4.00 +0.1 o Max 5°
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9.2 Specification of Packing/ %% Hi#%

Diameter/ H4% : 178 mm
Width/%6 % : 12 mm
=>4000 pcs / Reel

(Anti-Static Shielding/Ji ¥ Hi f1474%)
Thickness//5/Z: T=0.1 mm
=> 1 Reel / Bag

5 Bags / Box

295mm
=> 20,000 pcs / Box

-
e

225mm
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Part No./& -5 :SEL-2835-B46-3V150

9.3 Label Form Specification/Fr25 % A FH i

JHENB
L;: SUN|E='U LED %
P/N:

Vi XY:
Te/Wd: If:
o /Iv: Qty:
Date: QC:
Lot No:

P/N: Customer's Production Number/= /i1 % 5

Ranks: Vf: Vf Rank/H/E; Tc/Wd: Color Temperature/ i/ Dominant Wavelength /33 K
®/Iv: © Rank/JGiBE/IV Rank/5fE; XY: Color Group/f 5
Qty: Packing Quantity/fL 35 &=
IF:  Test Current/Jl ik FLIR
Date: mm/dd/yy
mm: Month/H; dd: Date/H; yy: Year/4;

Lot No: Production batch Number/4 7=t 5

10. Notes/iEE
10.1 Moisture Proof Packaging/ ] .24

10.1.1 LEDs need to package in moisture proof bag. When moisture is absorbed into the SMT
package it may vaporize and expand during soldering. There is a possibility that this can cause
exfoliation of the contacts and damage to the optical characteristics of the LEDs. For this reason,
the moisture proof bag is used to keep moisture to a minimum in the bag.

b AU B AR AE B W AR . IR TR AR R AR I, AEIR R, BRI
ZATACIZAR, AT T BERCI S DG SR, G A R R BT R . R, By
AR EOR I EAE R IR R &
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Part No./& -5 :SEL-2835-B46-3V150

10.1.2 Moisture proof function is inactive. The moisture proof bag is made of an aluminum

moisture proof bag. A package of a moisture absorbent material (silica gel) is inserted into the
aluminum moisture proof bag. The silica gel turns the smashing from the transparent circular

spherical pellet.

B A R S R A o B AR A AR B4R, JRAEAR I AR N U S R (e
JRFIEAND o R RIS U s R T J4R 7 M2 B [ T R U 38 BOR A2 o

10.2 Storage Method/fi# 17 /7 =\,

10.2.1 Before opening the bag: The LEDs should be used within a year and kept at 30°C or less and
60%RH or less. The moisture proof bag with absorbent material is needed when storing the
LEDs.

P ARAR B 77 W AT DU —4F, (HEZRIEE AR K T30°C IR AR T-60% 1134
Birbs A0 I, BB A A TR B A A

10.2.2 After opening the bag: The LEDs should be soldered within 24 hours after opening the
package. If unused LEDs remain, they should be stored in moisture proof bags with moisture
absorbent material. It recommended that the user use the LEDs as soon as possible. If the
LEDs have exceeded the storage time or the moisture absorbent material has faded away. Baking
process should be performed by using more than 24hours baking at 60 =5°C before using LEDs.

P ARAR G 77 i BOZAEYRE 5 24/ IR R e B AR 58, 77 i R iz A
FAAET A TR R e AE s B P ARV I 527 s 2R ik HY 7 {3 HTYIRR
BCE THRANVRRG AL 77 R AL AT Z0AE 60 £ 5°C Fh it kE 27024/

VE® Xisig
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10.3 Heat Generation//= /i #VE 177 4

Thermal design of the end applications are of paramount importance. Please consider the
heat generation of the LED when making the system design. It is necessary to avoid intense heat
generation and operate within the maximum ratings given in this specification.

LRI fh A A BT R R . MRS, 1§ FELEDELAY, #t ki
MIRR R, 200" % AL STV AR IR E Vi BB N {3

10.4 Soldering//§ 4%

10.4.1 Lead Solder/[R] 3 /545

260°C Max.
10sec. Max.

Pre-heating

2.5 ~ 5°C / sec. 120 ~ 150°C 60sec.Max

Above 200°C

120sec.Max.

10.4.2 Notes for reflow soldering/ Al ¥y = 551 :

1. Baking process should be performed by using more than 24hours baking at 60+5°C
before using LEDs./ 71 HILEDA i 7E60 +5°C Fh Mt % 2 /b 24 /N

2. Please choose the right nozzle to avoid the damage to products due to the pressure./1%

RGBS RN 7, DUIBE G 7 il = AR A R B i
3. No more than twice for reflow soldering. / [Al i FEAN T I X

10.4.3 Hand Soldering ( Not Recommended ) /& /&8 CRHER)

Soldering iron/J& 8k Hz : 260 degrees C max/ /AN jEIF260°C ; 3 seconds max/ NI 3s ;
once/ LY 1IX.

Head Quarter:No. 150, Xin Hui Road, Hi—-Tech Park, Ningbo
Http: // www.sunpu-opto.com Rev: A/l Page 11 of 13



| NINGBO
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10.5 Cleaning/i# ¥t

It is recommended that isopropyl alcohol be used as a solvent for cleaning the LEDs. It
should be confirmed beforehand whether the solvents will dissolve the package the resin or not
when using other solvents. Before cleaning, a pre-test should be done to confirm whether any
damage to the LEDs will occur. Please do not clean the LEDs by the ultrasonic.

FEBUE R RS VRIS VELED o 5 2248 Y ARG, NAZ Rl S A2 15 Re I AL ) 2
Bl PR BAR AT, 22T S S A A KT LEDS JCATA0] FIA% 55 o 1 AN 28 FH 8 75 % i BELED .

10.6 Static Electricity/#fHi

It is recommended that a wrist band or an anti-electrostatic glove be used when handling the
LEDs. All devices, equipment and machinery must be properly grounded. It is recommended that
precautions be taken against surge voltage to the equipment that mounts the LEDs.

FERAMLEDIN , U B i B T iy ek BT A . T RS s LA 20 20
AT EER . X T LEDZ AR B %, ORIt it ¥ Bk b o H s

10.7 Others/HAth

1. The LED light output is strong enough to injure human eyes. Precautions must be taken
to prevent looking directly at the LEDs with unaided eyes for more than a few seconds.

LEDHDCHRST 299y, 20 ARG E . A IR 2 ERELED, Jf HE—E R
(], D ZBR HUAH L B 47 75 it

2. LED operating environment and sulfur element composition cannot be over 100PPM in
the LED mating usage material.

LED TAEM 8 J SLEDIEBC A4 R R i e 3 S AL & W RAir AN al i i 100PPM

3. Not suitable to operate in acidic environment, PH<7

LEDANH] I 7EPH<7I{I BRI A 45 .

4. When we need to use external glue for LED application products, please make sure that
the external gluematches the LED packaging glue. Additionally ,as most of LED packaging glue

is silica gel, and it has strong Oxygen permeability as well as strong moisture permeability; in
order to prevent external material from getting into the inside of LED, which may cause the

Head Quarter:No. 150, Xin Hui Road, Hi—-Tech Park, Ningbo
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malfunction of LED, the single content of Bromine element is required to be less than
900PPM,the single content of Chlorine element is required to be less than 900PPM,the total

content of Bromine element and Chlorine element in the external glue of the application products
is required to be less than 1500PPM.

TEAT FHAME IR ERPKLED = i i, A PRS0 IR S LEDE 24 i /K AHUT AL, K9 °K 2 3ULED
(P E R AKONRERR s & R ) 8 A T A B R RV, A 2077 1B A 4 5 3k ALED P 36
PLE R LEDI 4%, B—IRu R SR E R/ T900PPM, H—HUtHE S EER/NT
900PPM, TEIRIKLEDS™ i ERAMEHR IR T 3R 5 RUG R & & & U A1/ T 1500PPM.

5. To ensure the quality of our LEDs, So please do not put pressure on the LEDs.

NHHPRLEDR AT SEME,  AEERATF IR sh AN AT N e /I FELED RS A IR 2 i

N X i
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